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PRE-START

1. External inspection
COMPLETED

2. Parking brake
SET

3. Seats & belts
ADJUSTED

4. Trim
NEUTRAL

5. Controls
FREE

6. Flaps
CHECKED

7. Radio/switches
OFF

8. Circuit breakers
CHECKED

START

1. Fuel
FULLEST TANK

2. Throttle
¼ INCH

3. Mixture
RICH

4. Carb. Heat
COLD

5. Primer
AS REQUIRED

6. Master switch
ON

7. Fuel pump
ON/PRESSURE

8. Propeller area
CLEAR

9. Start

AFTER START

1. Throttle
1000 RPM

2. Oil pressure
CHECKED

3. External lights
AS REQUIRED

4. Radios
ON

5. Fuel pump
OFF/PRESSURE

TAXI

1. Information
SET QNH

2. Brakes
CHECKED

3. Nosewheel steering
CHECKED

4. Gyros
CHECKED





RUN-UP

1. Park brake
ON

2. Throttle
2000 RPM

3. Magnetos
LEFT/RIGHT

4. Carb. Heat
CHECKED

5. Engine instruments
GREEN

6. Alternator amp.
CHECKED

7. Vacuum gauge
5 ” Hg

8. Throttle
1500 RPM

9. Mixture
CHECKED

10. Idle
CA 700 RPM

11. Throttle
1000 RPM

12. Warning lights
CHECKED

PRE-TAKE-OFF

1. Controls
FREE

2. Flaps
SET

3. Trim
SET

4. Fuel
ON

5. Fuel pump
ON

6. Magnetos
BOTH

7. Primer
LOCKED

8. Mixture
RICH

9. Carb. Heat
COLD

10. Engine instruments
GREEN

11. Directional gyro
ADJUSTED

12. Maps, flight plan
READY

13. Cabin door
SECURED

14. Engine failure proc.
MEMORIZED

ENGINE FAILURE

1. Fuel
CHANGE TANK

2. Fuel pump
ON

3. Carb. Heat
ON

4. Mixture
RICH





TAKE-OFF

1. Power
FULL

2. Rotate
55 KTS

3. Initial climb
Best R/C (Vy)
79 KTS
Best A/C (Vx)
63 KTS

CLIMB

1. Flaps
UP

2. Mixture
RICH

3. Climb speed
90 KTS

4. Climb power
2450 RPM

5. Fuel pump
OFF

CRUISE

1. Power
CRUISE SETTING

2. Mixture
LEAN AS REQ.

3. Fuel
CHECKED

DESCEND

1. Fuel
FULLEST TANK

2. Magnetos
BOTH

3. Mixture
ENRICH

4. Carb. Heat
CHECKED & COLD

DOWNWIND CHECK

1. Fuel pump
ON

2. Fuel
FULLEST TANK

3. Engine instr.
NORMAL

APPROACH

1. Power
AS REQ/1500 RPM

2. Flaps
SET 103 KTS

3. Speed 
No flaps
70 KTS
         
10 flaps
67 KTS
          
25 flaps
64 KTS
          
40 flaps
62 KTS

4. Trim




AFTER LANDING

1. Flaps
UP

2. Carb. heat
COLD

3. Fuel pump
OFF

STOPPING ENGINE

1. Throttle
1000 RPM

2. Radios/el. switches
OFF

3. Magnetos
CHECK
                
GROUNDING

POST-FLIGHT

1. SIGN FLIGHT TIME

2. CLOSE ATC FLIGHT PLAN

3. CLEAN COCPIT

4. TIE DOWN/SECURE

IN FLIGHT CHECK LIST

1. Fuel tank

2. Fuel pressure

3. Oil temperature

4. Oil pressure

5. Alternator amp

6. Vacuum

7. Directional gyro

8. Carb. icing

GO AROUND

1. Power
FULL

2. Flaps
UP







